Product Specifications

TABLE WITH PNEUMATIC MECHANISM BASE - LF BPX

CONSTRUCTION
e Thermally-fused laminate surface. 34" thick material construction.

e Al product edges are heat sealed 1o ensure no raw materials are exposed and assist in
praventing the infiltration of bactena.

e Tubular cross base with a pneumatic mechanism. Surface is adjustabls from 28" 10 36 h.

e Base provided with haight adjustable glides.

FINISHES
e [Materials available: thermally-fused laminate, high-pressure laminate and linolsum.
e Selzction of 6 colors for the surface.

o [stal Finishad in Satin Mickel

SURFACES AND DIMENSIONS
Surface is adjustable from 28™h to 36"

Square surface with roundsd cornars:
38Mw % 38"d
42Mw 3 42"d

Circular surface:
38%M x 387d
42Ny 3w 427

Square surface with concave corners:
42My w0 427d

OPTIONS

e  Fip-top machanizm to reduce the storages footprint.

MANUFACTURING RESPONSABILITY
e Limitad Lifstime Warranty.

e  FProducts are manufacturad in Morth America and comply with [S09001 and Graenguard.

o @
LOGILIFEBY LOGIFLEX AUGUST 2015 LOglllfe 1877.6864.8323 LOGILIFE.CA



Product Specifications
TABLE WITH 212" METAL TUBULAR LEGS - LF IFN

CONSTRUCTION
e Thermally-fused laminate surface. 34" thick material construction.

e Al product edges are heat sealed 1o ensure no raw materials are exposed and assist in
praventing the infiltration of bactena.

e Four 214" metal wubular legs with satin nickal finish equipped with height adjustable glides.

FINISHES
o laterials available: thermally-fused laminate, high-pressurs laminate and linolsum.
e  Selection of 6 colors for the surface.
o Ietal Finishad in Satin Micksl.

SURFACES AND DIMENSIONS
Square surface with roundsd cornars:
36Mw x 36"d % 29™h
4%y x 427d % 29™h

Circular surface:
6™ x 867d x 297h g
42" % 427 x 29h -

.

Rectangular surface with rounded corners: —
D4My % 307d % 29"h
30Mw % 367d x 29"h
36Mw x 487d % 29"h
36Mw x B4'd % 29"h

MANUFACTURING RESPONSABILITY
e Limitad Lifstime Warranty.

e  FProducts are manufacturad in Morth America and comply with [S09001 and Graenguard.

o @
LOGILIFEBY LOGIFLEX AUGUST 2015 LOglllfe 1877.6864.8323 LOGILIFE.CA



Product Specifications

TABLE WITH METAL OVAL LEGS - LF OVA

CONSTRUCTION
e Thermally-fused laminate surface. 34" thick material construction.

e Al product edges are heat sealed 1o ensure no raw materials are exposed and assist in
praventing the infiltration of bactena.

e Four metal oval legs with satin nicksl finish equipped with height adjustable glides.

FINISHES
o laterials available: thermally-fused laminate, high-pressurs laminate and linolsum.
e  Selection of 6 colors for the surface.
o Ietal Finishad in Satin Micksl.

SURFACES AND DIMENSIONS
Square surface with roundsd cornars:
36Mw x 36"d % 29™h
4%y x 427d % 29™h

Circular surface:
36" x 3687d x 29h
42" % 427 x 29h

Rectangular surface with rounded corners: —
24"y % 30"d % 297h
30w x 38 "d % 29™h
36w x 48"d x 297h
36" x b4"'d x 29™h

MANUFACTURING RESPONSABILITY
e Limitad Lifstime Warranty.

e  FProducts are manufacturad in Morth America and comply with [S09001 and Graenguard.

o @
LOGILIFEBY LOGIFLEX AUGUST 2015 LOglllfe 1877.6864.8323 LOGILIFE.CA



Product Specifications
TABLE WITH 112" METAL TUBULAR CROSS BASE - LF 5TA4

CONSTRUCTION
e Thermally-fused laminate surface. 34" thick material construction.

e Al product edges are heat sealed 1o ensure no raw materials are exposed and assist in
praventing the infiltration of bactena.

o 11" metal tubular cross base with satin nicksl finish equipped with height adjustable glides.

FINISHES
o laterials available: thermally-fused laminate, high-pressurs laminate and linolsum.
e  Selection of 6 colors for the surface.
o Ietal Finishad in Satin Micksl.

SURFACES AND DIMENSIONS
Square surface with roundsd cornars:
24My x 247 % 29™h
30Mw % 30"d % 29™h
36Mw x 36"d % 29™h

Circular surface:

24" % 247 x 29
30Mw % 30"d x 29
36" x 3687d x 29h

MANUFACTURING RESPONSABILITY
e Limitad Lifstime Warranty.

e  FProducts are manufacturad in Morth America and comply with [S09001 and Graenguard.

o @
LOGILIFEBY LOGIFLEX AUGUST 2015 LOglllfe

1877.6864.8323

LOGILIFE.CA



Product Specifications
TABLE WITH 112" METAL TUBULAR LEGS - LF STAD

CONSTRUCTION
e Thermally-fused laminate surface. 34" thick material construction.

e Al product edges are heat sealed 1o ensure no raw materials are exposed and assist in
praventing the infiltration of bactena.

e 11" meatal tubular legs with satin nicksl finish equipped with height adjustable glides.

FINISHES
o laterials available: thermally-fused laminate, high-pressurs laminate and linolsum.
e  Selection of 6 colors for the surface.
o Ietal Finishad in Satin Micksl.

SURFACES AND DIMENSIONS

Rectangular surface with rounded corners:

24"y 3 36"d % 29™h 30Mw x 48"d % 297h
24Ny 427 % 297h 30Mw % 54" % 297h
24"y 3 48"d % 297h 30My % 50" % 297h
24"y 3 54" % 29™h 0™y % 56" % 297h
24"y 3 50" % 297h 0™y 72" % 297h

MANUFACTURING RESPONSABILITY
e Limitad Lifstime Warranty.

e  FProducts are manufacturad in Morth America and comply with [S09001 and Graenguard.

o @
LOGILIFEBY LOGIFLEX AUGUST 2015 LOglllfe

1877.6864.8323

LOGILIFE.CA



